Annex 2

TECHNICAL SPECIFICATION
of
Compact, portable rheometer for concrete, complete with equipment and software, for the needs of CNIP at UACEG 
Ready to use compact or portable rheometer for determining rheological properties (initial shear stress, dynamic shear stress and plastic viscosity) of concrete mixes.

Nominal maximal size of the coarse aggregate in the mix: 16 mm.

Propulsion blades with electric motor with the following features:
· Angular velocity: 0.001 to at least 0.667 revolutions per second;
· Minimal torque: 0.01 Nm;
· Torque: more than 30 Nm;

· Peak torque (short-term): more than 80 Nm;

· Power supply: Input 240 VAC.
Options for testings at static increase of the stress and testing for determining the dynamic curve of the flow. 
Software for controlling the parameters of testing and data processing allowing for determining initial shear stress, dynamic shear stress and plastic viscosity in SI units.

Options for device calibration – automatic or set by operator.
Options for saving testing data in the memory of the device or for transfer by USB cable and laptop with OS Windows 7 or higher.
Laptop with the necessary parameters for software installation and data processing.
Software to be available on CD-ROM or another external memory drive (flash drive, SD card, etc.) for installation on more than one computer.

All required cables for power supply, propulsion and transfer of data.
Vane for testing of concrete mix in accordance with the size of the aggregate.
User’s guide for the rheometer. 

Case/box for carrying all parts of the rheometer excluding the vane for the concrete mix.
OTHER CONDITIONS: 
The specified features should be considered as minimal mandatory requirements.

Requirements regarding the service maintenance:

· The service maintenance must be available in a country member of the European Union.

· The Contractor will be responsible for delivery of guarantee service maintenance for which the Contractor is obliged to react to any inquiry within 7 working days.

· The supplier must provide information on the service station(s) – address and telephone number(s), e-mail and working time.

· When the removal of the problem (repair) requires more than 7 working days, the Contractor should provide an equivalent device for temporary replacement. In this case, the guarantee period of the device taken for repair is to be prolonged with the time necessary for removal of the damage.

· All costs related to guarantee service are at the expense of the Contractor.

Minimal guarantee period:

The guarantee period to be standard guarantee period by the manufacturer for the offered device but not less than 12 months from the delivery date.
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